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COLOR PRIMER

Maston Color the long lasting hobbypaint!

This multi-functional alkyd primer with a short drying time is suitable for hobby use. Use
it for painting wood, stone, metal, glass and most plastic surfaces. It is well suited for
both indoor and outdoor applications.

Use Color topcoats and lacquer.

THEORETICAL  UV-PROOF WEATHER-  QUICK DRYING
COVERAGE PROOF
MATERIAL BINDER: Alkyd
UsE DEGREE OF GLOSS (DIN 67530 60 °):
PLASTC matt 0-25 gloss units
PLASTIC  GLASS CARDBOARD  8l05S 80-100 gloss units

HEAT RESISTANCE: 90°C

STORAGE STABILITY: 60 months

WICKER METAL NOT STYRO- INAND OUT
FOAM SIZE: 400m

HARDNESS SALES QTY:
400ml: 6 pcs

USAGE INSTRUCTIONS:

Prime the surface first with Maston Color Primer. Moreover, do not forget Maston
COLOR Lacquers, which ensure improved durability.

Not suitable for zinc, aluminium or acid proof surfaces without primer.

SOFT

#

3MIN 25CM
SHAKE SPRAY DISTANCE SPRAY PATTERN

Touch-dry 20min, Dry 24h, Final hardness after 7 days
When using the product indoors, ensure that the area within at least a 5-meter radius
of the painted object is protected. Paint dust is lightweight and can spread over long

distances through ventilation.
LLAYERS
ﬂm RECOAT:

5MIN 2-4 LAYERS always, 5 minutes in between layers
TIME BETWEEN LAY- LAYERS CLEAN UP
ERS

FINAL
HARDNESS

Al
N

7DAYS
TOUCH DRY FINAL DRYING FINAL HARDNESS
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MASTON Color Primer

MASTON Color Primer Barcode

120518 Spraypaint Color Primer Grey 400m| ‘ 6412491205187
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