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100-SERIES LACQUER

THEORETICAL WIDE SPRAY NO RUN DOWN

COVERAGE NOZZLE SURFACE
MATERIAL
PLASTIC
PRIMER
CARDBOARD  GLASS PLASTIC BRICK METAL

NOT STYRO- WICKER IN AND OUT
FOAM

HARDNESS

SOFT

%

%‘

3 MINUTES 15CM 5 MIN
SHAKE UPSIDE DOWN SPRAY DISTANCE WIPE OFF
4 LAYERS
2-4 LAYERS
LAYERS CLEAN UP TOUCH DRY
= 24H ALKYD
FINAL DRYING SOLVENT BASED

Maston 100-Series spray paints and lacquers are suitable for hobbyists and
professionals alike. With our easy-to-use spray paints you will create even surfaces
easily and quickly.

100-series spray paints are equipped with a adjustable wide spray nozzle. It is possible
to adjust the nozzle for both vertical and horizontal painting and it is easy to use. 100-
series pigments, additives, solvents, and the packaging has been developed exclusively
for spray painting, without compromise.

Many professionals have discovered that the Maston 100-series provide comparable
results to professional paint guns and are more comfortable and faster in use, thanks
to its unique nozzle construction and high-quality.. between layers. Touch-dry 20min,
dry 24h, final hardness after 7 days

BINDER: Alkyd

DEGREE OF GLOSS (DIN 67530 60 °):
matt 0-25 gloss units
gloss 80-100 gloss units

HEAT RESISTANCE: 80°C
STORAGE STABILITY: 60 months
SIZE: 400m|

SALES QTY:
400ml: 6 pcs

USAGE INSTRUCTIONS:

Recoat: always, 5 min

Touch-dry 20min

Dry 24h,

Final hardness after 7 days

When using the product indoors, ensure that the area within at least a 5-meter radius
of the painted object is protected. Paint dust is lightweight and can spread over long
distances through ventilation.

RECOAT:
always, 5 min. between layers.
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MASTON 100-series lacquer

Art. No. MASTON 100-series lacquer Color Barcode
100331 Spraypaint 100 Lacquer Matt 331 400ml O 6412491003318
100332 Spraypaint 100 Gloss Lacquer 332 400ml| O 6412491003325
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