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2K PU CLEAR COAT

THEORETICAL 
COVERAGE

PETROL RESIS­
TANT

STRONG BOND 
DIRECT TO MET­

AL

VERY HARD 
SURFACE

MATERIAL

METAL BRICK PLASTIC GLASS CARDBOARD

WICKER NOT STYRO­
FOAM

NO 2K TO 
ALKYD

IN AND OUT

HARDNESS

SHAKE UPSIDE DOWN SPRAY PATTERN LAYERS

CLEAN UP TOUCH DRY FINAL DRYING

CHEMICAL RESIS­
TANCE

SAFETY GEAR STORE UPRIGHT

3 M²

3MIN 15-25CM 5MIN BETWEEN LAYERS

5 SEC 30 MIN 12H

14 DAYS

MASTON 2K TWO ® EPOXY CLEAR COAT creates a waterproof, airtight and chemical 
resistant surface. In traditional 2-component solutions, the varnish and hardener are 
mixed just before painting, so the service life of the varnish varies from minutes to days. 
Maston 2K Two EPOXY CLEAR COAT® does not need to be activated separately. With 
the patented Maston 2K solution, 2K Two® CLEAR COAT is always ready for use as 
many times as needed. The clear coat is suitable for almost all surfaces such as metal, 
aluminum, galvanized metal, copper, chrome, wood, stone, ceramics, glass and most 
plastics.

• Original 2K quality with revolutionary WISE 2K™ technology.
• Revolutionary long pot life: Whole product can be used with no wasted
paint
• Always ready-to-use: No activation required
• Crystal clear and UV-resistant
• Extremely durable and scratch resistant

If using 2K lacquer over the topcoat, wait until the surface is completely dry, after 24h.

BINDER: Polyurethane

DEGREE OF GLOSS (DIN 67530 60 °):
matt 0-25 gloss units
satin 35-50 gloss units
gloss 80-100 gloss units

HEAT RESISTANCE: 150°C

STORAGE STABILITY: 36 months

SIZE: 400ml

SALES QTY:
400ml: 6 pcs 

USAGE INSTRUCTIONS:
When using the product indoors, ensure that the area within at least a 5-meter radius 
of the painted object is protected. Paint dust is lightweight and can spread over long 
distances through ventilation.
If using 2K Lacquer over topcoat, wait until the surface is completely dry (24h)

RECOAT:
always, 5 minutes in between layers
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MASTON 2K PU Clear Coat

Art. No. MASTON 2K PU Clear Coat Color Barcode

20033320 Spraypaint 2K PU Clear Coat Glossy 400ml 6412490043186

20033320-EU Spraypaint 2K PU Clear Coat Glossy 400ml 6412490043209
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