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TERRACOTTA EFFECT

Easy-to-use and well covering Maston Terracotta Effect spray paint gives your project a
rich, sun-baked glow of fired clay effect. The paint is suitable on metal, wood, stone,
1-L.5M? concrete, clay, cardboard, glass and plastic objects. It gives the object a genuine looking
.

satin clay earthenware effect. It forms a strong, weather and UV resistant surface.
Maston Terracotta spray paint reaches a surface hardness comparable to any outdoor

COVERAGE ADJUSTABLE QUICK DRYING SILKY TOUCH paint.
NOZZLE SURFACE

USE
PLASTIC
PRIMER

BRICK PLASTIC CARDBOARD WICKER

MATERIAL
BINDER: Acryl

DEGREE OF GLOSS (DIN 67530 60 °):
satin 45 gloss units

HEAT RESISTANCE: 110°C
7
\ STORAGE STABILITY: 60 months
METAL NOT STYRO- GLASS IN AND OUT
FOAM SIZE: 400m|
HARDNESS SALES QTY:

400ml: 6 pcs

USAGE INSTRUCTIONS:

When using the product indoors, ensure that the area within at least a 5-meter radius
of the painted object is protected. Paint dust is lightweight and can spread over long
distances through ventilation.

SOFT

#

) RECOAT:
3MIN 25 CM always
SHAKE SPRAY DISTANCE SPRAY PATTERN
! 2 LAYERS
5MIN
CLEAN UP TIME BETWEEN LAY- LAYERS
ERS

{Ji S AN

20 MIN 24H SOLVENT BASED ACRYL
TOUCH DRY FINAL DRYING SOLVENT BASED
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Art. No. MASTON Terracotta effect Color Barcode
831001 Spraypaint Terracotta effect 400ml ‘ 6412490036942
831001-EU Spraypaint Terracotta effect 400ml ‘ 6412490036270
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