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MARKINGSPRAY MARK

THEORETICAL 
COVERAGE

EAZY MARK NOZ
ZLE

QUICK DRYING WEATHER
PROOF

MATERIAL

METAL WOOD BRICK IN AND OUT

HARDNESS

SHAKE SPRAY DISTANCE CLEAN UP

NO ABSORBING REMOVE WITH ACE
TONE

TOUCH DRY

WEATHERPROOF SOLVENT BASED

100M 30 SEC

3 MIN 5-20CM

30 SEC

36 MONTHS INK

MASTON MARK is a quick-drying marking paint especially for wood marking but also 
suitable for stone and metal. The paint is not absorbed in the marked surface.

Unique compounds prevent over-heating of saw blades or paint distribution in 
processing of wood into boards. Removable with acetone if necessary.
Dust-dry in ca 20 seconds. Temperature of the marked surface -35°C - 160 °C. The 
color stays on the surface for about 36 months. Enviromentally
friendly ink based formulation. Coverage 100m.

BINDER: Ink

DEGREE OF GLOSS (DIN 67530 60 °):
matt 0-25 gloss units

HEAT RESISTANCE: 160°C

STORAGE STABILITY: 60 months

SIZE: 500ml

SALES QTY:
500ml: 6 pcs 
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MASTON Markingspray Mark

Art. No. MASTON Markingspray Mark Color Barcode

401005-EU Markingspray MARK Red 500ml 6412490035921

401001 Markingspray Mark yellow 500ml 6412494010016

401007 Markingspray Mark black 500ml 6412494010078

401004 Markingspray Mark orange 500ml 6412490042035

401005 Markingspray Mark red 500ml 6412494010054

401003 Markingspray Mark blue 500ml 6412494010030

401008 Markingspray Mark white 500ml 6412494010085

401002 Markingspray Mark green 500ml 6412494010023
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