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1K ETCH PRIMER

MASTON 1K ETCH / ACID PRIMER is a chromate free acid primer with excellent anti-
corrosion properties. It is also suitable as weld-through primer. Ideal on sandthroughs
to bare metal. Suitable also for aluminum galvanized metal, sanded and thoroughly
cleaned. Excellent sanding properties. Quick drying time. New layer can be sprayed
whenever needed. The primer has good adhesion and coverage properties and can be
THEORETICAL HIGH FILLIG WIDE SPRAY RUST STOP painted over with most car paints, including water-based paints. Do not overcoat with

COVERAGE POWER NOZZLE polyester or epoxy products. Active rust protection pigments ensure optimum
corrosion protection. Quick drying.

HARDNESS Application areas: Ideal for spot and part painting

Before application, we recommend to wet-sand parts with wet-sandpaper 400-600 and
to clean them with Maston prepaint cleaner

BINDER: Acryl

#

3MIN 15CM 15 MIN
SHAKE SPRAY DISTANCE SANDABLE

DEGREE OF GLOSS (DIN 67530 60 °):
matt 0-25 gloss units

HEAT RESISTANCE: 120°C

STORAGE STABILITY: 60 months

15 MIN
OVERPAINT CLEAN UP TOUCH DRY SIZE: 400!
4
S\J\/ SALES QTY:
400ml: 6 pcs
2H ACRYL
FINAL DRYING SOLVENT BASED USAGE INSTRUCTIONS:

When using the product indoors, ensure that the area within at least a 5-meter radius
of the painted object is protected. Paint dust is lightweight and can spread over long
distances through ventilation.
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MASTON 1K Etch Primer

Art. No. MASTON 1K Etch Primer (of][ ] Barcode
400500 Spray 1K-Etch primer 400ml| . 6412494005005
400500-EU Spraypaint Etch 1K Primer 400 S 6412490036034
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