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THINNER FOR MASTON 2K EPOXY PRIMER 450ML

THEORETICAL 
COVERAGE

VERY HARD 
SURFACE

GLOSSY FINISH 
SURFACE

WEATHER
PROOF

MATERIAL

METAL WOOD IN AND OUT

CLEAN WITH DEGREAS
ER

20% TO 80% MIX ADD THINNER 10-30%

OVERPAINT TOUCH DRY FINAL DRYING

FINAL HARDNESS SOLVENT BASED

10M²/L

1 DAY 2H 6H

8 DAYS EPOXY

Maston 2K Thinner for Epoxy primer, with which you thin the primer if necessary 
(product no.: 20080518)

Use 2K Thinner to dilute 2K Epoxy Primer.

BINDER: Polyurethane

DEGREE OF GLOSS (DIN 67530 60 °):
Semi-gloss 40-60 gloss units

HEAT RESISTANCE: 150°C

STORAGE STABILITY: 36 months

SIZE: 450ml

SALES QTY:
450ml: 6 pcs 
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MASTON Thinner for Maston 2K Epoxy Primer 450ml

Art. No. MASTON Thinner for Maston 2K Epoxy Primer 450ml Color Barcode

20080045 Thinner for Maston 2K Epoxy Primer 450ml 6412490016340

20080045-EU Thinner for Maston 2K Epoxy Primer 450ml 6412490033514
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