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DOOR, LIST AND MOULDING TOUCH-UP 12 ML

With MASTON TOUCH-UP PAINT you get two solutions in one package and it's
construction is unique. It can be used for all stone chips and small scratches. The
construction includes a needle and a small brush as well. It is easy to adjust the paint
volume and circulation.

MASTON DOOR-, LIST- AND MOULDINGS TOUCH-UP 12ML PAINT is very opaque

VSSEF:%ED UV-PROOF nggvsg'lﬁm POLIZIZ%%.E BY acrylic-based special paint for wood and metal surfaces, in particular, doors, frames and
moldings for painting. Tinted white standard NCS S 0502-Y according to a door and
MATERIAL window industry, the most widely used color. Can be painted in the old paint layer and

the paint dries quickly. Gloss semi-matt.

= BINDER: Acryl
BRICK PLASTIC GLASS WooD CARDBOARD

DEGREE OF GLOSS (DIN 67530 60 °):
semimatt 35-50 gloss units

HEAT RESISTANCE: 120°C

METAL IN AND OUT
STORAGE STABILITY: 36 months
HARDNESS
SIZE: 12m|
SOFT SALES QTY:
12ml: 6 pcs

CLEAN SHAKE =¥ N
WET THE CLOTH SHAKE TOUCH-UP PEN TOUCH-UP

3
30 MIN — i
TOUCH DRY FINAL DRYING BRUSH TOUCH-UP

A

SOLVENT BASED ACRYL
SOLVENT BASED

MASTON » WWW.MASTON.FI * MASTON@MASTON.FI ASTON
Teollisuustie 10, FI-02880 Veikkola, Finland, Tel. +358 20 7188 580



MASTON

www.maston. fi

MASTON Door, List and Moulding Touch-Up 12 ml

MASTON Door, List and Moulding Touch-Up 12 ml Barcode

4110502 Paint Moulding white Touch-up 12m| O 6412490027032
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