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WOOD STAIN SPRAY

THEORETICAL ADJUSTABLE QUICK DRYING SANDABLE
COVERAGE NOZZLE

MATERIAL

4
WOoOoD IN
HARDNESS
SOFT
3MIN 20CM
SHAKE SPRAY DISTANCE ONLY ONE DIRECTION
| Af%k&
5MIN — 5MIN
TIME BETWEEN LAY- WIPE OFF AFTER CLEAN UP
ERS
OVERPAINT LACQUER 2H STAIN
TOUCH DRY OVERPAINT SOLVENT BASED

MASTON WOOD STAIN SPRAY is ideal product for coloring wooden surfaces quickly an
easily. It deepens and strengthens the natural color of a wood, but leaves the original
structure of the wood visible. Can be applied on almost all wood types. Use wood
lacquer on top for better wear resistance.

BINDER: Wood oil

DEGREE OF GLOSS (DIN 67530 60 °):
gloss 80-100 gloss units

STORAGE STABILITY: 60 months
SIZE: 400ml

SALES QTY:
400ml: 6 pcs

USAGE INSTRUCTIONS:

When using the product indoors, ensure that the area within at least a 5-meter radius
of the painted object is protected. Paint dust is lightweight and can spread over long
distances through ventilation.
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MASTON Wood Stain Spray

Art. No. MASTON Wood Stain Spray Color Barcode

6200174 Spray Wood Stain Black 400ml ‘ 6412490024673
6200167 Spray Wood Stain Walnut 400ml . 6412490024659
6200168 Spray Wood Stain Dark walnut 400ml . 6412490024666
6200165 Spray Wood Stain Dark oak 400ml ‘ 6412490024642
6200162-EU Spray Wood Stain Dark Grey 400ml . 6412490036331
6200165-EU Spray Wood Stain Dark Oak 400m . 6412490036348
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